
NEW Mediclean® 
AP 700 Air Purifier
Ultra-Quiet, Powerful with UVC Protection

Deliver the best protection with the 
AP 700's Filter Change Sentry™ and 
antimicrobial-infused housing

  True HEPA 99.999% efficient filter with DOP compliance – 
passes stringent tests for containments and sensitive  
air filtration projects

  Help protect occupants and technicians with UVC LED that 
attacks viruses and bacteria on the HEPA filter

  Antimicrobial additives in the unit's housing help inhibit  
the growth of bacteria and mildew

  Quieter performance keeps occupants from turning it off

  Remove odors, fumes and smoke with activated carbon filter option

  Monitor and control on site or remotely with free Dri-Eaz Command Center 
Dashboard and App (available in Apple and Google Play stores)

  Simple negative air setup with precise variable CFM and easy ducting options

  Filter Change Sentry shows when the HEPA filter needs changing, on-screen or 
remotely using the Command Center app
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SAFETY

Variable to 700 CFM - up to 6 air changes 
per hour in 7000 cu. ft. spaces
14 in | 35.6 cm
1.5 – 3 amps, 115v, 60Hz
Low: 53 dB; High 67 dB
Injection molded polypropylene
1 in MERV 8 Prefilter 
HEPA 18 X 20.5 X 3.5
1 in Activated Carbon
Replaceable UVC LED Module
ETL listed to UL 507 and CSA C22.2 No. 113
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